PAINT 16" DIA. RED CIRCLE WITH 2" BLACK BORDER

ON PAVEMENT CENTERED OVER GROUND ROD.
PAINT INCIDENTAL TO GROUND ROD.
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INFORMATION SIGN NOTE

NEW ROADWAY
CENTERUINE 6" WIDE—
YELLOW DASHED

1. FINAL SIGN FACE LEGEND SHALL BE
DETERMINED BY THE AIRPORT.

2. SIGN LEGEND SHALL BE BLACK
LETTERING ON WHITE BACKGROUND.

NEW 2" X 12" STRIPE

/" WHITE

ROADWAY STOPLINE MARKING

ROADWAY CENTERLINE - DASHED

N.T.S.

NEW
BLACK BORDERS

TAXIWAY CENTERLINE

CONTINUOUS
N.T.S.

MOORING EYE
CLEAN CORED SURFACE \
AND APPLY BONDING AGENT’\

157
ROUND

1. MOORING CASTINGS SHALL BE NEENAH SEMI-STEEL AIRPORT MOORING EYE
CATALOG NO. R3490 OR APPROVED EQUIVALENT.

2. ANCHOR RODS SHALL BE #3 DEFORMED REBAR, 15" LONG AND SHALL BE
BENT DOWNWARD AT 45", TWO ANCHOR BARS PER MOORING EYE ARE

REQUIRED.

3. MOORING EYES SHALL BE INSTALLED AFTER THE PAVEMENT IS PLACED BY
CORING THROUGH NEW PAVEMENT.

MOORING EYE DETAIL

N.T.S.

8)

N.T.S.

18"

247

GROUND VEHICLES SHALL
USE EXTREME CAUTION
WHEN ENTERING INTO
UNCONTROLLED RAMP

SPACE AND YIELD RIGHT OF
WAY TO AIRCRAFT

CONNECTOR SHALL

10"

BE FRANGIBLE

/— EXISTING GRADE

5 LINES
© 6" EACH
NEW
BLACK
BORDER
NEW 6°
YELLOW LINES
TAXIWAY EDGE MARKING
CONTINUQUS
NT.S.

VERTICAL CORE ARQUND
PERIMETER OF MOORING EYE

11" PCC PAVEMENT

36"

277777

#3 REINFORCING BAR

PLAN

ITEM 610 PCC

SECTION

MOORING EYE IN PAVEMENT DETAIL

N.T.S.

NOTE: THE MOORING EYE SHALL BE INSTALLED AFTER PAVING OPERATIONS ARE COMPLETE.
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AT FULL SCALE (34X22).
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SPRINGFIELD AIRPORT AUTHORITY
ABRAHAM LINCOLN CAPITAL AIRPORT
SPRINGFIELD, ILLINOIS

RECONSTRUCT AND EXPAND THE SOUTHEAST RAMP

MARKING & MISCELLANEOUS DETAILS

TIEDOWN DETAIL
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